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2007 production specs
ad sizes (width x height) CONTACT INFORMATION
Send print materials to:
non-bleed bleed trim size
Executive Traveler
FULL 7" x9.875" 8.5"x 11.25" 8"x10.875" ATTN: AD PRODUCTION
504 Brookwood Blvd.
2-PAGE SPREAD* 15" x 9.875" 16.5" x 11.25" 16" x 10.875" Suite 110
Birmingham, AL 35209
2/3V 4.625" x 9.875" — —
12V 3.5" x 9.875" o o Grac.e White .
gwhite@executivetraveler.net
1/2H 7" x 4.75" _ _ Phone: 205.874.8600 x110
Fax: 205.874.8603
1/3SQ 45" x4.75" — —
E-mail files to:
1/3V 2.125" x9.875" — — artwork@executivetraveler.net
1/a4v 3.375"x 475" _ _ FTP details available upon request.

* Allow 1-inch gutter for 2-page spread.

specifications

Executive Traveler is a computer-to-plate publication—
electronic media is required. Digital files accepted.

Only CDs and zip discs in Macintosh format will be accepted
using one or more of the following applications:

+ Press-ready PDF
+ Quark Xpress 6.5
« Photoshop 7.0

« lllustrator 8.0

Illustrator documents must be submitted in two forms, one
of which is converted to outlines and the other in its native
form. Include all screen and printer fonts. Images must be
saved at 300 dpi. Web images below a resolution of 300 dpi
will not be accepted. All graphics, photos, and colors must
be saved as grayscale or as a CMYK process color and placed
at 100%. Bitmapped graphics must be 600 dpi at 100%.
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media labeling requirements

Discs must be labeled with date submitted, issue month,
advertiser or agency name, contact name, phone number,
and file names.

production requirements

Thin lines, fine serifs, and small lettering should be limited to
one color. The publisher and printer will not be responsible
for matching color when a color correct SWOP certified proof
is not submitted.

Executive Traveler is not responsible for errors or color
discrepancies on ads not accompanied by a proof. E-mailed
files must be compressed before attaching and a proof is still
required. 133-line screens are required for best reproduction.
Screen tints must be a minimum of 5% and a maximum of
80%. Spot colors must be provided in CMYK screens.

Maximum dot density is 280%. For the best color match,
final furnished dot size should be 5% sharper than the dot
size on the furnished proof. All electronic media will be kept
on file for six months, after which time it will be deleted
unless otherwise requested in writing.
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